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STANDARD 12°-6 WIDE PANEL LAYQUT FOR ISCLATED PLACEMENT WITH NARROW MOUTH

PREFORMED DOWEL SLOTS TO ALIGN WITH PREDRILLED HOLES IN ADJACENT PAVEMENT.
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STANDARD 13'-6” WIDE PANEL LAYOUT FOR ISOLATED PLACEMENT WITH NARROW MOUTH

NOTES:

PREFORMED DOWEL SLOTS TO ALIGN WITH PREDRILLED HOLES IN ADJACENT PAVEMENT.

o THE WIDTH AND LENGTH OF PRODUCED SLABS SHALL BE THE INDICATED DIMENSIONS % Ya'.

2. FOR WIDDLE LANE SLAB OPENINGS/PATCHES LESS THAN 12°-6° IN WIDTH AND GREATER THAN H-&" IN WIDTH, THE 12'-6" WIDE STANDARG
PERCAST SLAB CAN BE SAW CUT ON-SITE TO FIT THE OPENING AND TO MAINTAIN ALIGNMENT WITH EXISTING LONGITUDINAL JOINTS. OTHER®ISE,
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THE SLAB PATCH LOCATION MUST BE PRESURVEYED BY THE CONTRACTOR AND THE SLAB FABRICATED AS A CUSTOM 5Lag,

FOR MIGDLE LANE SLAS OPENINGS/PATCHES £ESS THAM 13'-6“ IN WIDTH AND GREATER THAN 12'~6“ IN WIDTH, THE 136" WIDE STANDARD

PERCAST SLAE CAN BE SAW CUT ON-SITE TO FIT THE OPENING AND TO M
THE SLAS PATCH LOCATION MUST BE PRESURVEYED 8Y THE CONTRACTOR

SLAB THICKNESS SHALL BE AS INDICATEG IN THE

FLANS,

AINTAIN ALIGNMENY WITH EXISTING LONGITUDINAL JOINTS. OTHERWISE.
AND THE SULAB FABRICATED AS A CLSTOM SLAB,

- A FOAM BACKER ROD SHALL BE PLACED ARDUND THE QUTSIDE PERIMETER OF THE SLAB AT THE 8OTTOM OF THE JOINTS BEFORE THE

SLAB HAS BEEN SEY AND BEFORE BEODING GROUT OR POLYURETHANE LEVELING FILL 1S APRLIED. THE BACKER ROD SHALL NOT BE
RECUIRED WHEN ANY SLAB 13 LEVELED WITH FLOWABLE FILL.

SEE SBEET 7 FOR SECTION DETAILS.

SEE NOTE 8 ON SHEET | FOR LOCATING UNDERSEALING GROUT PORTS.
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